
MC16 & MC20V (78-2050 / 78-2100)
Part Number Description Image

78-2003 Indutherm MC15+, MC16 & MC20V
Platinum Crucible

Casting Volume: 200g Pt
Crucible Dimensions: 40mm(OD) x
65mm(H)
Designed for: Indutherm Induction, MC15+,
MC16+, MC20V

78-2004 Indutherm MC15+, MC16 & MC20V
Gold/Silver Crucible

Metal Capacity: 100gr 18ct AU

78-2005 Indutherm Original MC15+, MC16 &
MC20V Stainless Steel Crucible

Casting Volume: 110g Steel
Crucible Dimensions: 40mm(OD) x
57mm(H)

78-2006 Indutherm MC15+,16,20V Outer Quartz
Shield 92mm

Shield Dimensions: 42mm(OD) x 92mm(H)

76-024-I Indutherm Solid Stainless Steel Flask 30mm
x 55mm x 1.5mm



76-031-I Indutherm Solid Stainless Steel Flask
50x55mm

Flask Dimensions: 50mm x 55mm x 1.4mm

76-039-I Indutherm Solid Stainless Steel Flask 65mm
x 80mm

Dimensions: 65mm x 80mm

76-047-I Indutherm Solid Stainless Steel Flask 80mm
x 80mm

Dimensions: 80mm x 80mm

76-0661-I Indutherm Stainless Steel Flask 100mm (Dia)
x 120mm (L)

78-2100-TG Indutherm MC15+, MC16 & MC20
Replacement Flask Tongs

78-2010 Indutherm MC15+, MC16, MC20V,
MC100V & VTC-200V Platinum Lens Cover

Cover Dimensions: 70mm x 80mm



78-2011 Indutherm MC15+, MC16, MC20V,
MC100V & VTC200V Clear “Hot” Window
With Gaskets

Dimensions: 70mm x 80mm x 4mm

78-2012 Indutherm MC15+, MC16, MC20V Orange
O-Ring Door Gasket

Door Size: 4mm(W) x 200mm(D)

78-2013 Indutherm MC15+ & MC16 Replacement
Induction Coil

78-2023 Indutherm MC15+, MC16 & MC20V
Magnet Ventilation Solenoid Valve

78-2115 Indutherm Glass Wool Insulation

Dimensions: 200mm x 115mm x 10mm

78-2115-B Indutherm MC16/MC20V Bottom Chamber
Glass Wool Insulation



78-2002 Indutherm MC15+, MC16 & MC20V
Thermocouple Pink Type “N”

78-2002-PT Indutherm MC15+, MC16 & MC20V
Thermocouple Protection Tube

Tube Size: 40mm

78-2002-HT Indutherm MC15+, MC16 & MC20V
Thermocouple Orange Type-S

Type: S (1600C)

005-013-M Blue Pneumatic tube 8mm for machine inside

78-2508 Indutherm 50mm Dia. Flask Adapter

78-2509 Indutherm 65mm Dia. Flask Adapter



78-2510 Indutherm 80mm Dia. Flask Adapter

78-2005 Indutherm Original MC15+, MC16 &
MC20V Stainless Steel Crucible

Casting Volume: 110g Steel
Crucible Dimensions: 40mm(OD) x
57mm(H)

78-2019-EF Indutherm Vacuum Filter Element Only For
MC Units 25mm X 36mm

78-2009-B Sprue Bases - Cone Style - (30mm) Diameter

76-015-I Sprue Bases - Cone Style - F/Germany -
50mm Diameter

78-2014 Sprue Bases - Cone Style - 2.5" (65mm)
Diameter



76-016-I Sprue Bases - Cone Style - F/Germany 3.1"
(80mm) Diameter

76-019-I Indutherm Sprue Bases - Cone Style -
100mm Diameter (8mm Center)

Srue Rod Size: 8mm


