
Romanoff RCS Lite (79-7100)

Part Number Description Image

73-040 Mini Wax Injector - 1-1/3 Qt

Voltage: 110 Volt / 10Amp or 220 Volt / 5
Amp
Temperature Max: 250°F / 121°C
Wax Capacity: 1-1/3 qts or 2.5lbs wax
Dimensions: 7.75" Diameter x 10" High

77-0911-A Super Blue Automatic Furnace - 8.5" L x
8.75" W x 9" H

Voltage: 110V or 220V
Temperature Max: 2250°F
Fire Chamber Opening:8.5"L*8.75"W*9"H
Amps: 14
Watts: 1680
Dimensions: 14" L x 17.5" W x 19.75" H

76-113-MINI St. Louis Cimo Mini Mixer Vacuum
Investment Mixing Machine

Powder Capacity: 1 kg
Investing Flask: One
Machine Base Dimensions: 300mm x
350mm
Machine Height: 720mm
Voltage: 220V 1-ph
Amps: 6
Max Flask Height: 120mm
Flask Plate Diameter: 100mm

7115A Vacuum Pumps - A - CFM 3

Amps Upon Start Up: 3.5
Amps While Running: 1
Horsepower: ½
Voltage: 110V 50/60 Cycle



76-110 Investment "Baby Style" Scale 0-10lbs

74-000-WC PlatinumWax Mushroom Bases - 5 Packs

74-0606 Freeman Flake Waxes - Filigree Pink Flakes

Injection temperature: 71ºC / 160ºF

74-006 Max Wax Speed Pen - Portable Instant Heat
"AA" Battery

Pen Length: 6" (155mm)Heating: Instant
(Max Temp 850F)

79-0305 Maun Sprue Cutter - 6.5" (165mm) Long

Total Lenght: 6.5 (160mm)
Jaw Length: 3.4"
Maximum Sprue Cut: 4mm soft wire - 2mm
hard wire

76-016 Sprue Bases- Tree Style- 3" x 3/8" Diameter

Dimensions: 3" x 3/8" Dia



21.890-1 Adjustable Sprue Base Holder

Holds Sprue Sizes: 3" to 5" (76mm to
127mm)

76-047-I Indutherm Solid Stainless Steel Flask 80mm
x 80mm

Dimensions: 80mm x 80mm

76-0855 Non-Asbestos Paper Rolls - 2.5" x 1/16" x
75'

Quantity: 75 ft Roll

76-0881-4RND Non-Asbestos Paper Bases - Round Base
With Hole - 4" (OD) x 0.75" (ID)

Quantity: 20 pcs

76-109 Graduated 3 Liter Measuring Pitcher (ml &
cc)

76-109-250ML Graduated 250ml Measuring Cylinder



Z14-301-40 Ransom & Randolph Ultra-Vest Investment -
40lb Bliss Box

80-137-1CAR J-Break Platinum Investment Remover

Product: 1-gal or 5-gal

Z14-305-606C J-Formula "606" Platinum Investment With
Blue Binder - 45lb


